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Titie

Logging Alluvial and Bedrock Material

Recording lithologic descriptions and
securing core boxes

Clarification of log approval for multi-use wells

Drilling and Sampling Using Hollow Stem
Auger Techniques

Superseded by DCN 92.01

Correction ot well location for low Alluvial
thickness

A

Ten foot long core barrels

Clarify unconsolidated core sample requiremerits 1

Isolating Bedrock from Alluvium with
Grouted Surface Casing

Superseded by DCN 91.03

Superseded by DCN 92.01
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DCN $1.03
DNC 92.01
DCN 91.04
DCN 91.05
GT.04

DCN 91.01
DCN 91.02
DCN ¢1.03
DCN 91.04

DCN 92.01

DCN 92.02
GT.05

DCN 91.01
DCN 92.01
GT.06

DCN 91.01
DCN 91.02
DCN 91.03
DCN 91.04
DCN 91.05

Title
Change in criteria for cement grouting
Grout procedure clarification

Depth of ¢casing emplacement
Addition of Grout Ports

Rotary Drilling and Rock Coring
Superseded by DCN 92.02
Superseded by DCN 92.01
Superseded by DCN 91.04
Clarification of the use of super gei-x

Clarification of measuring tape decontamination
requirements :

Clarification of core barrel decontamination
Plugging and Abandonment of Boreholes
Superseded by DCN 92.01

Surtace casing classification

Monitoring Wells and Piezometer Installation
Superseded by DCN 92.01

Superseded by DCN 92,02

Superseded by DCN 91.06

Low Alluvial thickness wells

Superseded by DCN 91.08
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DCN 91.06

DCN 91.07

DCN 91.08
DCN 91.08
DCN 92.01
DCN g82.02
GT.07
GT.08

DCN 91.01

DCN 92.01
GT.09
GT.10
GT.11

DCN 92.01

GT.15
DCN 91.01
DCN g2.01
GT.17
GT.18

GT.19

Title
Change in filter pack guidance

Decontamination for site-wide geoiogical
chracterization

Figure replacement (GT.6-1)

Sampling with center bit drilling

Change in penetration depth into bedrock
Specification of auger size

Logging and Sampling of Test Pits and
Trenches

Surface Soil Sampling

Clarification supplementation of GT.08 - Surface
Soil Sampling

Soil core sampling revision

Soil Gas Sampling and Field Analysis
Borehole Clearing

Plugging and Abandonment of Wells

Clarification of handling of contaminated/
decontaminated surface pad materials

Geophysical Borehole Logging
Superseded by DCN 92.01

Clarification of hole logging requirements
Land Surveying

Surface Geophysical Surveys

Field Gas Chromatographs
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GT.20 Procedures for Soil Interstitial Water _
Sampling and Sampler Installation 1 08/30/91

GT.21 Cone Penetrometer Testing 0 12/19/91
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DOCUMENT CHANGE.NOQTICE (DCN)
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Thie Date DCN Number
Rotary Orilling and Rock Caring - - | nozaat) 11892 | 21 OOO-OPS- Gn;f‘

Expires M_‘-I/[f /‘f};ﬁ“ Procadure Revision Requirad ﬁu No

L LV %
Scope Limitation Skewide Geclogic . o
e LA T T |
ftem Step or T Changes - T r' i T
Number | Page | Paragraph (Use DCN CONT INUATIQN SHEET (or Addiﬁnnal Spaca)
1 8ot |60 Add the following to the end of the paragraph: 'Whenconngbedmckuslmwmua

10 pa}auraph 1| ¢ireulating madium, no decontamination of measuring tapes is nacessary between ...
coring runs, The measuring tapes will be decontaminated after each boring is

complate.”

Justification (Reasen for Change — Pravide Numbere To Reference Comesponding items Above)

The potentially contaminated alluvium has aiready been isolated from the bedrock. In addition, the borehale is filled with
liquid and thare is constant communication between the drilling fluid, the exposed borehole arki the measuring tape,
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